
XXXXXXXXX, Ann Arbor, MI  48103 
View from street (looking east) 



(Frontyard view from top of driveway by gar-
age, looking west towards street.) 
 

General Landscape Needs Discussed: 
 

1.Use Granular Broadleaf weed killer on en-
tire lawn to kill dandelions. 

2. Repair Sprinkler System, including valves 
and 4 stations in ground. 

3.  Mow, picking up droppings, then dethatch  
complete lawn, then overseed or slit seed.   
Spray north side yard with Lysol or Lister-
ine or other Anti-bacterial to kill moss in 
lawn area, then after dethatching, seed with 
shady grass seed. 

4.  Remove weeds in beds and around trees. 
5.  Put down weed barrier fabric and mulch 

beds and trees with natural mulch. 
6.Repair/replace plastic edging where need-

ed. 
7.  Put Michigan Fieldstone rock border 

around trees and beds that don’t have brick. 
8.  Trim shrubs, removing dead branches and 

shaping others. 



Frontyard view 
from end of 
driveway looking 
northeast.   
 
Needs dandeli-
ons killed and 
tree at corner of 
garage weeded, 
mulched, new 
fabric and chives 
dug up from 
lawn areas and 
replanted. 
 
Plant groundcov-
er to eventually 
take over under 
tree so doesn’t 
need to be 
mulched so 
much and weeds 
won’t grow. 



View from top of driveway by garage door looking northwest. 
Shows need for broadleaf weed killer.  Use granular herbicide. 



Trees along street on each side of driveway.  Both need to have old mulch and mesh removed, then place plas-
tic edging and Weed barrier fabric, then Michigan fieldstone border and re-mulch, making sure that mulch is 
not up against trunk of trees.  



Tree on Southwest cor-
ner of lot, next to side-
walk.   
 
Needs  
 plastic edging re-

paired/replaced,  
 weeds pulled,  
 underplantings 

trimmed to remove 
dead growth and 
shape 

 Put down weed barrier 
fabric 

 Put down Michigan 
Fieldstones along 
back of tree—there is 
brick along sidewalk. 

 Put down mulch, care-
ful to be sure it is not 
up against the tree 
trunk. 



This is the view of 
the flowerbed in 
the front of the 
house, looking to-
wards front porch, 
near corner of 
house. 
NEEDS: 
 Clean Bricks 

with Orange oil 
cleaner and Lysol 
or Listerine to re-
move moss/
mold/mildew. 

 Pull weeds 
throughout bed 
and in small bed 
next to front 
porch. 

 Edge along the 
grass to delineate 
bed.  Install plas-
tic edging 

 Trim shrubs, re-
moving any dead 
growth and shape 
nicely. 

 Remove old weed barrier fabric and replace.   
 Spread new mulch. 
 Does customer want bricks extended along to driveway or Michigan fieldstones added like on other 

beds? 



This is the rest of the bed.  Note it extends along corner and around south side of house. 
 Note weeds and dead branches from shrubs, as well as weeds growing in bed and along front edge of bricks in lawn.  

Be careful not to remove flowering bulbs. 
 Note background of picture:  customer is where sprinkler zone heads are in ground on side of house. 



This is the sprinkler control box  
inside the garage. 



This is where the sprinkler pipes come  
out of the house.  This is on the south 
side of the house, just around the corner 
from the front.   
 
Customer said the top exploded off the 
highest part shown here and that at least 
one of the handled valves also leaks.   
 
There was standing water in the top 
when we looked at it, although that may 
have been from rain.   
 





This is the box of sprinkler 
parts in the ground.   
 
She said it is always mud-
dy in there and that she be-
lieves these may leak also.  
There are four of the zones.   
 
This is a few feet from 
where the pipes come out 
of the house on the south 
side, just behind the front 
flowerbed with the bricks 
around it and on the edge 
of the bed and the grass.   



This is along the south side of the house and the sprinkler box was kind of under the juni-
pers in the bottom left of the picture.   

 The shrubs need dead-
wood trimmed off and to 
be shaped. The Juniper 
needs to be trimmed 
back from growing in 
the grass. 

 the bed needs weeding 
and edging, with plastic 
edging added along 
grass line.  

 there are a few places 
where the slope needs to 
be increased to drain 
away from the house. 

 Remove/replace weed 
barrier fabric in bed.  I 
can’t remember if there 
is any there or not. 

 From the front bed that 
has the bricks, all the 
way around the back 
corner, create a Michi-
gan Fieldstone border 
along this bed. 

 Ask customer if she 
wants the daylilies and/
or chives from the north 
side moved to this side 
of the house. 

 Replace mulch with nat-
ural mulch. 



This is the view 
from the house 
looking southeast.  
The yard with 
dandelions is hers 
NEEDS:  

 broadleaf 
weed killer in 
lawn, also de-
thatch and re-
seed, the same 
as the front. 

 The trees need 
the same as 
the trees in the 
front by the 
sidewalk: 

 Weeding 
 Edging 
 barrier 

fabric 
 Mulch 
 Michigan 

Fieldstone 
border 
around 
both. 



This view is of the back corner of the house, looking on the left at the south side of the 
house and on the right, at the back/east side of the house.   

NEEDS: 
 Continue trim-

ming junipers and 
shrubs, cutting 
out deadwood 
and cutting back 
what is covering 
over the lawn.   

 Repair plastic 
edging 

 Pull Weeds in 
bed. 

 Remove/replace 
weed barrier fab-
ric 

 Put in Michigan 
Fieldstone border 
along plastic edg-
ing. 

 Mulch bed all 
along back of 
house except for 
where patio is. 



This is just more of the bed that came from the corner on the left and goes on the right over to the patio along 
the back of the house.  You can see the black plastic edging on the right.  Needs the same as the south side. 



This is the view across the backyard from the south to the north.  Her yard goes all the way to the fir 
tree in the corner behind her trampoline and all the way to the little fence along the back.   

NEEDS:  
 Treat grass the same 

as in the front. 
 Remove the spruce 

tree trunk that is by 
the fence in the 
back. 

 Clean up underneath 
the trampoline. 

 There are the three 
evergreen trees that 
are showing and one 
that doesn’t show, 
plus the dead trunk. 

 There are 4 large 
spruce trees that 
need trimming and 
mulch.  Ask custom-
er if she wants them 
to have the Michi-
gan fieldstone bor-
der added to these.   





Below you can see the trunk that 
needs to be removed.  It’s dried out 
and may be able to just be hacked 
out easily.  You can also see the edge 
of the spruce tree to the right of it. 

Above you can see 
the weeds growing in 
the patio and along 
the edge of it that 
need to be removed.  
You can also see the 
spruce tree to the 
right of it that needs 
weeding & mulch. 



This is the right/North side of the patio in the 
backyard.  
NEEDS:   
 weeds pulled 
 Bed edged with plastic and extended to the 

small tree on the front corner of the house. 
 Shrubs trimmed 
 Weed barrier fabric installed 
 Michigan fieldstone border installed along 

plastic edging. 
 Mulch installed 



NEEDS: 
Extend planter along north 
side of house from tree in front 
so it connects with planter next 
to back patio.   
 
If customer wants them, I 
have some hydrangeas and 
some hostas that I am dig-
ging up and splitting and I 
will give them to her to be 
planted in this bed. 
 
Daylilies will do better on 
the other side of house be-
cause there is more sun and 
they will flower better.  
Chives would probably do 
well on other side too. 
 
Amend soil with peat or 
something that doesn’t hold 
water to try to keep moss 
from growing in lawn. 

This is the north side of the garage near the front corner where the bed along the patio should extend.   



NOTE:  Daylilies along edge of where bed should be.  There are also some perennials to the left of the daylilies that 
should remain when weeding.  Weeds behind daylilies to be removed.  Chives at top right of picture to be removed from 
grass and replanted where customer wants.  Note moss growing where grass should be. Indicates soil stays damp and 
needs to be lightened with peat moss or some other permeable amendment. 



NEEDS:  This 
is the grass ar-
ea along north 
of house/
garage.  
Needs to be 
treated with 
broadleaf 
weed killer 
and de-
thatched like  
the rest of the 
lawn, but 
should also be 
amended with 
peat or some-
thing light so 
the moisture 
will be ab-
sorbed into 
soil. 
Treat moss 
with Lysol or 
Listerine to 
kill moss/
mold. 



This is the tree on the 
front corner of the gar-
age on the northwest 
side of the house.   
NEEDS: 
 Dig up the chives 

that have spread from 
the bed into the cor-
ner and into the grass 
and see where cus-
tomer wants them. 

 Move the black plas-
tic edging at back so 
it curves into the new 
bed along the north 
side of the house. 

 Remove old weed 
barrier, pull weeds, 
and replace barrier, 
then mulch. 

 Install Michigan 
fieldstone border 
around tree and along 
bed. 


